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Afmetingen veel standaard gebruikte SMD Chips 
 

 

 

 

 

 

 

 

 

Type breedte lengte Watt(s) Type breedte lengte waarde 

0402 0.50 1.00 1/16 0402 0.50 1.00 0 pf/0.1uf 

0603 0.80 1.60 1/16 -1/10 0603 0.80 1.60 10 pf/0.47 uf 

0805 1.25 2.00 1/16 – 1/8 0805 1.25 2.00 10 pf-4.7 uf 

1206 1.60 3.20 1/10 – 1/8 1206 1.60 3.20 470pf/10 uf 

1210 2.50 3.20 1/4 1210 2.50 3.20  

2010 2.50 5.00 1/2 1812 3.20 4.50  

2512 3.20 6.40 1 2225 6.40 5.70  

    2412 3.20 6.0 Tantaal 

    2318 4.60 5.80 Tantaal 

    2917 4.30 7.30 Tantaal 
 

 
 
 

 
 
 

 
 

 
 
 

 
 
 

 
 

 

 
 
 

 
 
 

 

Weerstanden Condensatoren 
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Voor het ontwerpen van uw “print layouts” 
 

Aanbevolen afmetingen “weerstanden”van de soldeer PAD´s eilanden voor  

het Reflow proces 
 
 

 
 
 

 

 

 

 

 

 

 

Type & 

afmetingen 

A B C D 

Chip 0402 0.65 1.30 0.45 0.40 

Chip 0603 1.00 2.10 0.70 0.70 

Chip 0805 1.50 2,60 0.85 0.90 

Chip 1206 2.00 4.00 1.25 1.50 

Chip 2010 3.05 6.50 1.50 3.0 

Chip 2512 3.70 7.75 1.50 4.75 

MELF 0102 1.40 2.85 1.10 0.65 

MELF 0204 1.75 4.00 1.25 1.50 

MELF 0207 2.20 7.20 2.20 2.80 
 

 

Aanbevolen afmetingen “weerstanden”van de soldeer PAD´s eilanden voor  
het golfsolderen 

 

Type & 

afmetingen 

A B C D 

Chip 0402 0.75 1.50 0.55 0.40 

Chip 0603 1.10 2.30 0.80 0.70 

Chip 0805 1.60 3.00 1.05 0.90 

Chip 1206 2.10 4.40 1.45 1.50 

Chip 2010 3.15 7.70 1.70 4.30 

Chip 2512 3.80 8.35 1.70 4.95 

MELF 0102 1.50 3.45 1.40 0.65 

MELF 0204 1.90 4.70 1.60 1.50 

MELF 0207 2.50 7.40 2.30 2.80 
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Shape 
Vorm/Behuizing 

Name 
Naam 

Number of I/O 
Aantal aansluitingen 

Pitch 
Raster 

mm/inch 

Body Size 
afmeting behuizing 

mm/inch 

Soldering 
method 

Soldeer 
methode 

 

Passive  

Melf  

 
Mini  

melf  

Micro  

melf  

Active  

SOD  

 

 

 

 

Passive  

chips  

 

 

 

 

Active  

SOT 

 

 

 

 

 
SO,  
SOIC 
 
 

VSO 
 
 
 

 
SOJ,  
PLCC 

 
2  

 
2  

 
2 
 

 

 

 
 
2 
 

 

 
 
3-4 
 

 

 
 
 

 
 
6-28 
 

 
 
40-56 
 

 
 
 
20-84   

 

 
—  

 
—  

 
— 
 
 
 

 
 
 
 

 
— 
 
 

 
 
 
— 

 
 
 
 

 
 
 
 

1.27/  
0.050 
 
 

 
0.75/  

0.030  
 

 

1.27/  
0.050 

Ceramic  

5.0 ; 2.22 dia./  

0.2 ; 0.08 dia.  

3.6 ; 1.4 dia./  

0.14 ; 0.06 dia.  

2.0 ; 1.1 dia./  

0.08 ; 0.04 dia.  

Glass  

3.5 ; 1.6 dia./  

0.14 ; 0.64 dia.  

to  

5.0 ; 2.3 dia./  0.2 ; 0.09 dia 
 
1.25 ; 2.0/  

0.05 ; 0.08  

to  

5.7 ; 5.0/  

0.23 ; 0.2  
 
Plastic  

3.0 ; 1.3/  
0.12 ; 0.05 
 

 
 
 
 

 
4.0 ; 5.0/  

16 ; 0.2 to  

7.6 ; 18/  

0.3 ; 0.72  

up to 11 ; 21/  

0.44 ; 0.85  

 

 
up to  

29.4 ; 29.4/  

1.16 ; 1.16  

 

 
 

W/R 
 
W/R 
 

W/R 
 
W/R 
 
 

 
 
W/R 
 

 
 
 
 

W/R 
 
 
 

 
 
 
 
 

W/R 
 
 
 

W/R 
 
 
 

 
W/R 
 
 

 

 

 

  
QFP 
 
 
 

 
TAB 
 
 

BGA 

 

44-370 
 

 

 
up to  
400 
 

72-1089 

 

0.5/0.02 
 
 
 

down to  

0.35/  

0.014 1.27, 

1.5/ 0.05, 

0.06  

 

 
Plastic;  

30 ; 30/  

1.2 ; 1.2 
 
Film;  

8, 16, 35/  

0.32, 0.64, 1.4  

Plastic,  

up to 25 ; 25/  

1.0 ; 1.0 

 
R  

 

 
Impulse 
 
 

R 

 

Soldering method: R= Reflow(solderen)  W= Wave (Golf solderen)  P= Puls Solderen 

 
 
 

 
  

LCC 

 

TSSOP 

 

QUAD PACK 

 

TSOP 

 

PLCC 
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De TAB='TAB' stands for 'tape-automated bonding'). A TAB carries a chip which is no 

longer enclosed in a moulded plastic  
body, but covered by a thin glass wafer, with its copper leads bonded to a polyimide 
tape, which has the form of a standard cine-film, from super-8 up to 35mm or more.  
 

Een tabblad draagt een chip die niet langer wordt ingesloten in een voorgevormde 

plasticlichaam, maar gedekt door een dun glas zegel, met zijn koperen leads gebonden 
aan een tape van polyimide, die de vorm van een standaard cine-film, van super-8 tot 
heeft 35 mm of meer 

 

BGA = Ball Grid Array 

TAB =Tape Automated Bonding 
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Overzicht van veel gebruikte SMD SOT Behuizingen 
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3-digit SMD  ”weerstand” waarden voorbeelden 

The following table lists all commonly used three-digit SMD resistors from 0.1 ohm to 
9.1 Mohms..  

Code Value Code Value Code Value Code Value 

R10 0.1Ω 1R0 1Ω 100 10Ω 101 100Ω 

R11 0.11Ω 1R1 1.1Ω 110 11Ω 111 110Ω 

R12 0.12Ω 1R2 1.2Ω 120 12Ω 121 120Ω 

R13 0.13Ω 1R3 1.3Ω 130 13Ω 131 130Ω 

R15 0.15Ω 1R5 1.5Ω 150 15Ω 151 150Ω 

R16 0.16Ω 1R6 1.6Ω 160 16Ω 161 160Ω 

R18 0.18Ω 1R8 1.8Ω 180 18Ω 181 180Ω 

R20 0.2Ω 2R0 2Ω 200 20Ω 201 200Ω 

R22 0.22Ω 2R2 2.2Ω 220 22Ω 221 220Ω 

R24 0.24Ω 2R4 2.4Ω 240 24Ω 241 240Ω 

R27 0.27Ω 2R7 2.7Ω 270 27Ω 271 270Ω 

R30 0.3Ω 3R0 3Ω 300 30Ω 301 300Ω 

R33 0.33Ω 3R3 3.3Ω 330 33Ω 331 330Ω 

R36 0.36Ω 3R6 3.6Ω 360 36Ω 361 360Ω 

R39 0.39Ω 3R9 3.9Ω 390 39Ω 391 390Ω 

R43 0.43Ω 4R3 4.3Ω 430 43Ω 431 430Ω 

R47 0.47Ω 4R7 4.7Ω 470 47Ω 471 470Ω 

R51 0.51Ω 5R1 5.1Ω 510 51Ω 511 510Ω 

R56 0.56Ω 5R6 5.6Ω 560 56Ω 561 560Ω 

R62 0.62Ω 6R2 6.2Ω 620 62Ω 621 620Ω 

R68 0.68Ω 6R8 6.8Ω 680 68Ω 681 680Ω 

R75 0.75Ω 7R5 7.5Ω 750 75Ω 751 750Ω 

R82 0.82Ω 8R2 8.2Ω 820 82Ω 821 820Ω 

R91 0.91Ω 9R1 9.1Ω 910 91Ω 911 910Ω 

102 1kΩ 103 10kΩ 104 100kΩ 105 1MΩ 

112 1.1kΩ 113 11kΩ 114 110kΩ 115 1.1MΩ 

122 1.2kΩ 123 12kΩ 124 120kΩ 125 1.2MΩ 

132 1.3kΩ 133 13kΩ 134 130kΩ 135 1.3MΩ 

152 1.5kΩ 153 15kΩ 154 150kΩ 155 1.5MΩ 

162 1.6kΩ 163 16kΩ 164 160kΩ 165 1.6MΩ 

182 1.8kΩ 183 18kΩ 184 180kΩ 185 1.8MΩ 

202 2kΩ 203 20kΩ 204 200kΩ 205 2MΩ 

222 2.2kΩ 223 22kΩ 224 220kΩ 225 2.2MΩ 

242 2.4kΩ 243 24kΩ 244 240kΩ 245 2.4MΩ 

272 2.7kΩ 273 27kΩ 274 270kΩ 275 2.7MΩ 

302 3kΩ 303 30kΩ 304 300kΩ 305 3MΩ 

332 3.3kΩ 333 33kΩ 334 330kΩ 335 3.3MΩ 
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Code Value Code Value Code Value Code Value 

362 3.6kΩ 363 36kΩ 364 360kΩ 365 3.6MΩ 

392 3.9kΩ 393 39kΩ 394 390kΩ 395 3.9MΩ 

432 4.3kΩ 433 43kΩ 434 430kΩ 435 4.3MΩ 

472 4.7kΩ 473 47kΩ 474 470kΩ 475 4.7MΩ 

512 5.1kΩ 513 51kΩ 514 510kΩ 515 5.1MΩ 

562 5.6kΩ 563 56kΩ 564 560kΩ 565 5.6MΩ 

622 6.2kΩ 623 62kΩ 624 620kΩ 625 6.2MΩ 

682 6.8kΩ 683 68kΩ 684 680kΩ 685 6.8MΩ 

752 7.5kΩ 753 75kΩ 754 750kΩ 755 7.5MΩ 

822 8.2kΩ 823 82kΩ 824 820kΩ 815 8.2MΩ 

912 9.1kΩ 913 91kΩ 914 910kΩ 915 9.1MΩ 

Four-digit SMD “weerstand” waarden voorbeelden 

The following tables list all commonly used four-digit SMD resistors 
from 0.1 ohm to 9.76 Mohms (E24 and E96 series)..  

Table 1: 4-digit SMD resistors (E24 series) 

Code Value Code Value Code Value Code Value 

0R10 0.1Ω 1R00 1Ω 10R0 10Ω 1000 100Ω 

0R11 0.11Ω 1R10 1.1Ω 11R0 11Ω 1100 110Ω 

0R12 0.12Ω 1R20 1.2Ω 12R0 12Ω 1200 120Ω 

0R13 0.13Ω 1R30 1.3Ω 13R0 13Ω 1300 130Ω 

0R15 0.15Ω 1R50 1.5Ω 15R0 15Ω 1500 150Ω 

0R16 0.16Ω 1R60 1.6Ω 16R0 16Ω 1600 160Ω 

0R18 0.18Ω 1R80 1.8Ω 18R0 18Ω 1800 180Ω 

0R20 0.2Ω 2R00 2Ω 20R0 20Ω 2000 200Ω 

0R22 0.22Ω 2R20 2.2Ω 22R0 22Ω 2200 220Ω 

0R24 0.24Ω 2R40 2.4Ω 24R0 24Ω 2400 240Ω 

0R27 0.27Ω 2R70 2.7Ω 27R0 27Ω 2700 270Ω 

0R30 0.3Ω 3R00 3Ω 30R0 30Ω 3000 300Ω 

0R33 0.33Ω 3R30 3.3Ω 33R0 33Ω 3300 330Ω 

0R36 0.36Ω 3R60 3.6Ω 36R0 36Ω 3600 360Ω 

0R39 0.39Ω 3R90 3.9Ω 39R0 39Ω 3900 390Ω 

0R43 0.43Ω 4R30 4.3Ω 43R0 43Ω 4300 430Ω 

0R47 0.47Ω 4R70 4.7Ω 47R0 47Ω 4700 470Ω 

0R51 0.51Ω 5R10 5.1Ω 51R0 51Ω 5100 510Ω 

0R56 0.56Ω 5R60 5.6Ω 56R0 56Ω 5600 560Ω 

0R62 0.62Ω 6R20 6.2Ω 62R0 62Ω 6200 620Ω 

0R68 0.68Ω 6R80 6.8Ω 68R0 68Ω 6800 680Ω 

0R75 0.75Ω 7R50 7.5Ω 75R0 75Ω 7500 750Ω 

0R82 0.82Ω 8R20 8.2Ω 82R0 82Ω 8200 820Ω 

0R91 0.91Ω 9R10 9.1Ω 91R0 91Ω 9100 910Ω 

Code Value Code Value Code Value Code Value 

1001 1kΩ 1002 10kΩ 1003 100kΩ 1004 1MΩ 

1101 1.1kΩ 1102 11kΩ 1103 110kΩ 1104 1.1MΩ 
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1201 1.2kΩ 1202 12kΩ 1203 120kΩ 1204 1.2MΩ 

1301 1.3kΩ 1302 13kΩ 1303 130kΩ 1304 1.3MΩ 

1501 1.5kΩ 1502 15kΩ 1503 150kΩ 1504 1.5MΩ 

1601 1.6kΩ 1602 16kΩ 1603 160kΩ 1604 1.6MΩ 

1801 1.8kΩ 1802 18kΩ 1803 180kΩ 1804 1.8MΩ 

2001 2kΩ 2002 20kΩ 2003 200kΩ 2004 2MΩ 

2201 2.2kΩ 2202 22kΩ 2203 220kΩ 2204 2.2MΩ 

2401 2.4kΩ 2402 24kΩ 2403 240kΩ 2404 2.4MΩ 

2701 2.7kΩ 2702 27kΩ 2703 270kΩ 2704 2.7MΩ 

3001 3kΩ 3002 30kΩ 3003 300kΩ 3004 3MΩ 

3301 3.3kΩ 3302 33kΩ 3303 330kΩ 3304 3.3MΩ 

3601 3.6kΩ 3602 36kΩ 3603 360kΩ 3604 3.6MΩ 

3901 3.9kΩ 3902 39kΩ 3903 390kΩ 3904 3.9MΩ 

4301 4.3kΩ 4302 43kΩ 4303 430kΩ 4304 4.3MΩ 

4701 4.7kΩ 4702 47kΩ 4703 470kΩ 4704 4.7MΩ 

5101 5.1kΩ 5102 51kΩ 5103 510kΩ 5104 5.1MΩ 

5601 5.6kΩ 5602 56kΩ 5603 560kΩ 5604 5.6MΩ 

6201 6.2kΩ 6202 62kΩ 6203 620kΩ 6204 6.2MΩ 

6801 6.8kΩ 6802 68kΩ 6803 680kΩ 6804 6.8MΩ 

7501 7.5kΩ 7502 75kΩ 7503 750kΩ 7504 7.5MΩ 

8201 8.2kΩ 8202 82kΩ 8203 820kΩ 8194 8.2MΩ 

9101 9.1kΩ 9102 91kΩ 9103 910kΩ 9104 9.1MΩ 

Table 2: 4-digit SMD resistors (E96 series) 

Code Value Code Value Code Value Code Value 

0R10 0.1Ω 1R00 1Ω 10R0 10Ω 1000 100Ω 

R102 0.102Ω 1R02 1.02Ω 10R2 10.2Ω 1020 102Ω 

R105 0.105Ω 1R05 1.05Ω 10R5 10.5Ω 1050 105Ω 

R107 0.107Ω 1R07 1.07Ω 10R7 10.7Ω 1070 107Ω 

0R11 0.11Ω 1R10 1.1Ω 11R0 11Ω 1100 110Ω 

R113 0.113Ω 1R13 1.13Ω 11R3 11.3Ω 1130 113Ω 

R115 0.115Ω 1R15 1.15Ω 11R5 11.5Ω 1150 115Ω 

R118 0.118Ω 1R18 1.18Ω 11R8 11.8Ω 1180 118Ω 

R121 0.121Ω 1R21 1.21Ω 12R1 12.1Ω 1210 121Ω 

R124 0.124Ω 1R24 1.24Ω 12R4 12.4Ω 1240 124Ω 

R127 0.127Ω 1R27 1.27Ω 12R7 12.7Ω 1270 127Ω 

0R13 0.13Ω 1R30 1.3Ω 13R0 13Ω 1300 130Ω 

R133 0.133Ω 1R33 1.33Ω 13R3 13.3Ω 1330 133Ω 

R137 0.137Ω 1R37 1.37Ω 13R7 13.7Ω 1370 137Ω 

0R14 0.14Ω 1R40 1.4Ω 14R0 14Ω 1400 140Ω 

R143 0.143Ω 1R43 1.43Ω 14R3 14.3Ω 1430 143Ω 

R147 0.147Ω 1R47 1.47Ω 14R7 14.7Ω 1470 147Ω 

0R15 0.15Ω 1R50 1.5Ω 15R0 15Ω 1500 150Ω 

R154 0.154Ω 1R54 1.54Ω 15R4 15.4Ω 1540 154Ω 

R158 0.158Ω 1R58 1.58Ω 15R8 15.8Ω 1580 158Ω 
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R162 0.162Ω 1R62 1.62Ω 16R2 16.2Ω 1620 162Ω 

R165 0.165Ω 1R65 1.65Ω 16R5 16.5Ω 1650 165Ω 

R169 0.169Ω 1R69 1.69Ω 16R9 16.9Ω 1690 169Ω 

R174 0.174Ω 1R74 1.74Ω 17R4 17.4Ω 1740 174Ω 

R178 0.178Ω 1R78 1.78Ω 17R8 17.8Ω 1780 178Ω 

R182 0.182Ω 1R82 1.82Ω 18R2 18.2Ω 1820 182Ω 

R187 0.187Ω 1R87 1.87Ω 18R7 18.7Ω 1870 187Ω 

R191 0.191Ω 1R91 1.91Ω 19R1 19.1Ω 1910 191Ω 

R196 0.196Ω 1R96 1.96Ω 19R6 19.6Ω 1960 196Ω 

0R20 0.2Ω 2R00 2Ω 20R0 20Ω 2000 200Ω 

R205 0.205Ω 2R05 2.05Ω 20R5 20.5Ω 2050 205Ω 

0R21 0.21Ω 2R10 2.1Ω 21R0 21Ω 2100 210Ω 

R215 0.215Ω 2R15 2.15Ω 21R5 21.5Ω 2150 215Ω 

R221 0.221Ω 2R21 2.21Ω 22R1 22.1Ω 2210 221Ω 

R226 0.226Ω 2R26 2.26Ω 22R6 22.6Ω 2260 226Ω 

R232 0.232Ω 2R32 2.32Ω 23R2 23.2Ω 2320 232Ω 

R237 0.237Ω 2R37 2.37Ω 23R7 23.7Ω 2370 237Ω 

R243 0.243Ω 2R43 2.43Ω 24R3 24.3Ω 2430 243Ω 

R249 0.249Ω 2R49 2.49Ω 24R9 24.9Ω 2490 249Ω 

R255 0.255Ω 2R55 2.55Ω 25R5 25.5Ω 2550 255Ω 

R261 0.261Ω 2R61 2.61Ω 26R1 26.1Ω 2610 261Ω 

Code Value Code Value Code Value Code Value 

R267 0.267Ω 2R67 2.67Ω 26R7 26.7Ω 2670 267Ω 

R274 0.274Ω 2R74 2.74Ω 27R4 27.4Ω 2740 274Ω 

0R28 0.28Ω 2R80 2.8Ω 28R0 28Ω 2800 280Ω 

R287 0.287Ω 2R87 2.87Ω 28R7 28.7Ω 2870 287Ω 

R294 0.294Ω 2R94 2.94Ω 29R4 29.4Ω 2940 294Ω 

R301 0.301Ω 3R01 3.01Ω 30R1 30.1Ω 3010 301Ω 

R309 0.309Ω 3R09 3.09Ω 30R9 30.9Ω 3090 309Ω 

R316 0.316Ω 3R16 3.16Ω 31R6 31.6Ω 3160 316Ω 

R324 0.324Ω 3R24 3.24Ω 32R4 32.4Ω 3240 324Ω 

R332 0.332Ω 3R32 3.32Ω 33R2 33.2Ω 3320 332Ω 

0R34 0.34Ω 3R40 3.4Ω 34R0 34Ω 3400 340Ω 

R348 0.348Ω 3R48 3.48Ω 34R8 34.8Ω 3480 348Ω 

R357 0.357Ω 3R57 3.57Ω 35R7 35.7Ω 3570 357Ω 

R365 0.365Ω 3R65 3.65Ω 36R5 36.5Ω 3650 365Ω 

R374 0.374Ω 3R74 3.74Ω 37R4 37.4Ω 3740 374Ω 

R383 0.383Ω 3R83 3.83Ω 38R3 38.3Ω 3830 383Ω 

R392 0.392Ω 3R92 3.92Ω 39R2 39.2Ω 3920 392Ω 

R402 0.402Ω 4R02 4.02Ω 40R2 40.2Ω 4020 402Ω 

R412 0.412Ω 4R12 4.12Ω 41R2 41.2Ω 4120 412Ω 

R422 0.422Ω 4R22 4.22Ω 42R2 42.2Ω 4220 422Ω 

R432 0.432Ω 4R32 4.32Ω 43R2 43.2Ω 4320 432Ω 

R442 0.442Ω 4R42 4.42Ω 44R2 44.2Ω 4420 442Ω 
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R453 0.453Ω 4R53 4.53Ω 45R3 45.3Ω 4530 453Ω 

R464 0.464Ω 4R64 4.64Ω 46R4 46.4Ω 4640 464Ω 

R475 0.475Ω 4R75 4.75Ω 47R5 47.5Ω 4750 475Ω 

R487 0.487Ω 4R87 4.87Ω 48R7 48.7Ω 4870 487Ω 

R491 0.491Ω 4R91 4.91Ω 49R1 49.1Ω 4910 491Ω 

R511 0.511Ω 5R11 5.11Ω 51R1 51.1Ω 5110 511Ω 

R523 0.523Ω 5R23 5.23Ω 52R3 52.3Ω 5230 523Ω 

R536 0.536Ω 5R36 5.36Ω 53R6 53.6Ω 5360 536Ω 

R549 0.549Ω 5R49 5.49Ω 54R9 54.9Ω 5490 549Ω 

R562 0.562Ω 5R62 5.62Ω 56R2 56.2Ω 5620 562Ω 

R576 0.576Ω 5R76 5.76Ω 57R6 57.6Ω 5760 576Ω 

0R59 0.59Ω 5R90 5.9Ω 59R0 59Ω 5900 590Ω 

R604 0.604Ω 6R04 6.04Ω 60R4 60.4Ω 6040 604Ω 

R619 0.619Ω 6R19 6.19Ω 61R9 61.9Ω 6190 619Ω 

R634 0.634Ω 6R34 6.34Ω 63R4 63.4Ω 6340 634Ω 

R649 0.649Ω 6R49 6.49Ω 64R9 64.9Ω 6490 649Ω 

R665 0.665Ω 6R65 6.65Ω 66R5 66.5Ω 6650 665Ω 

R681 0.681Ω 6R81 6.81Ω 68R1 68.1Ω 6810 681Ω 

R698 0.698Ω 6R98 6.98Ω 69R8 69.8Ω 6980 698Ω 

R715 0.715Ω 7R15 7.15Ω 71R5 71.5Ω 7150 715Ω 

R732 0.732Ω 7R32 7.32Ω 73R2 73.2Ω 7320 732Ω 

Code Value Code Value Code Value Code Value 

0R75 0.75Ω 7R50 7.5Ω 75R0 75Ω 7500 750Ω 

R768 0.768Ω 7R68 7.68Ω 76R8 76.8Ω 7680 768Ω 

R787 0.787Ω 7R87 7.87Ω 78R7 78.7Ω 7870 787Ω 

R806 0.806Ω 8R06 8.06Ω 80R6 80.6Ω 8060 806Ω 

R825 0.825Ω 8R25 8.25Ω 82R5 82.5Ω 8250 825Ω 

R845 0.845Ω 8R45 8.45Ω 84R5 84.5Ω 8450 845Ω 

R866 0.866Ω 8R66 8.66Ω 86R6 86.6Ω 8660 866Ω 

R887 0.887Ω 8R87 8.87Ω 88R7 88.7Ω 8870 887Ω 

R909 0.909Ω 9R09 9.09Ω 90R9 90.9Ω 9090 909Ω 

R931 0.931Ω 9R31 9.31Ω 93R1 93.1Ω 9310 931Ω 

R959 0.959Ω 9R59 9.59Ω 95R9 95.9Ω 9590 959Ω 

R976 0.976Ω 9R76 9.76Ω 97R6 97.6Ω 9760 976Ω 

Code Value Code Value Code Value Code Value 

1001 1kΩ 1002 10kΩ 1003 100kΩ 1004 1MΩ 

1011 1.02kΩ 1022 10.2kΩ 1023 102kΩ 1014 1.02MΩ 

1051 1.05kΩ 1052 10.5kΩ 1053 105kΩ 1054 1.05MΩ 

1071 1.07kΩ 1072 10.7kΩ 1073 107kΩ 1074 1.07MΩ 

1101 1.1kΩ 1102 11kΩ 1103 110kΩ 1104 1.1MΩ 

1131 1.13kΩ 1132 11.3kΩ 1133 113kΩ 1134 1.13MΩ 

1151 1.15kΩ 1152 11.5kΩ 1153 115kΩ 1154 1.15MΩ 

1181 1.18kΩ 1182 11.8kΩ 1183 118kΩ 1184 1.18MΩ 

1211 1.21kΩ 1212 12.1kΩ 1213 121kΩ 1214 1.21MΩ 
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1241 1.24kΩ 1242 12.4kΩ 1243 124kΩ 1244 1.24MΩ 

1271 1.27kΩ 1272 12.7kΩ 1273 127kΩ 1274 1.27MΩ 

1301 1.3kΩ 1302 13kΩ 1303 130kΩ 1304 1.3MΩ 

1331 1.33kΩ 1332 13.3kΩ 1333 133kΩ 1334 1.33MΩ 

1371 1.37kΩ 1372 13.7kΩ 1373 137kΩ 1374 1.37MΩ 

1401 1.4kΩ 1402 14kΩ 1403 140kΩ 1404 1.4MΩ 

1421 1.43kΩ 1422 14.3kΩ 1433 143kΩ 1424 1.43MΩ 

1471 1.47kΩ 1472 14.7kΩ 1473 147kΩ 1474 1.47MΩ 

1501 1.5kΩ 1502 15kΩ 1503 150kΩ 1504 1.5MΩ 

1541 1.54kΩ 1542 15.4kΩ 1543 154kΩ 1544 1.54MΩ 

1581 1.58kΩ 1582 15.8kΩ 1583 158kΩ 1584 1.58MΩ 

1621 1.62kΩ 1622 16.2kΩ 1623 162kΩ 1624 1.62MΩ 

1651 1.65kΩ 1652 16.5kΩ 1653 165kΩ 1654 1.65MΩ 

1691 1.69kΩ 1692 16.9kΩ 1693 169kΩ 1694 1.69MΩ 

1731 1.74kΩ 1742 17.4kΩ 1743 174kΩ 1734 1.74MΩ 

1781 1.78kΩ 1782 17.8kΩ 1783 178kΩ 1784 1.78MΩ 

1821 1.82kΩ 1822 18.2kΩ 1823 182kΩ 1824 1.82MΩ 

1871 1.87kΩ 1872 18.7kΩ 1873 187kΩ 1874 1.87MΩ 

1911 1.91kΩ 1912 19.1kΩ 1913 191kΩ 1914 1.91MΩ 

1961 1.96kΩ 1962 19.6kΩ 1963 196kΩ 1964 1.96MΩ 

2001 2kΩ 2002 20kΩ 2003 200kΩ 2004 2MΩ 

2051 2.05kΩ 2052 20.5kΩ 2053 205kΩ 2044 2.05MΩ 

2101 2.1kΩ 2102 21kΩ 2103 210kΩ 2104 2.1MΩ 

2151 2.15kΩ 2152 21.5kΩ 2153 215kΩ 2154 2.15MΩ 

2211 2.21kΩ 2212 22.1kΩ 2213 221kΩ 2214 2.21MΩ 

2261 2.26kΩ 2262 22.6kΩ 2263 226kΩ 2264 2.26MΩ 

2321 2.32kΩ 2322 23.2kΩ 2323 232kΩ 2324 2.32MΩ 

2371 2.37kΩ 2372 23.7kΩ 2373 237kΩ 2374 2.37MΩ 

2431 2.43kΩ 2432 24.3kΩ 2433 243kΩ 2434 2.43MΩ 

2491 2.49kΩ 2492 24.9kΩ 2493 249kΩ 2494 2.49MΩ 

2551 2.55kΩ 2552 25.5kΩ 2553 255kΩ 2554 2.55MΩ 

2611 2.61kΩ 2612 26.1kΩ 2613 261kΩ 2614 2.61MΩ 

2671 2.67kΩ 2672 26.7kΩ 2673 267kΩ 2674 2.67MΩ 

2741 2.74kΩ 2742 27.4kΩ 2743 274kΩ 2744 2.74MΩ 

Code Value Code Value Code Value Code Value 

2801 2.8kΩ 2802 28kΩ 2803 280kΩ 2804 2.8MΩ 

2871 2.87kΩ 2862 28.7kΩ 2873 287kΩ 2874 2.87MΩ 

2941 2.94kΩ 2942 29.4kΩ 2943 294kΩ 2944 2.94MΩ 

3011 3.01kΩ 3012 30.1kΩ 3013 301kΩ 3014 3.01MΩ 

3091 3.09kΩ 3092 30.9kΩ 3093 309kΩ 3094 3.09MΩ 

3161 3.16kΩ 3162 31.6kΩ 3163 316kΩ 3164 3.16MΩ 

3241 3.24kΩ 3242 32.4kΩ 3243 324kΩ 3244 3.24MΩ 

3321 3.32kΩ 3322 33.2kΩ 3323 332kΩ 3324 3.32MΩ 

3401 3.4kΩ 3402 34kΩ 3403 340kΩ 3404 3.4MΩ 
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3471 3.48kΩ 3482 34.8kΩ 3483 348kΩ 3474 3.48MΩ 

3571 3.57kΩ 3572 35.7kΩ 3573 357kΩ 3574 3.57MΩ 

3651 3.65kΩ 3652 36.5kΩ 3653 365kΩ 3654 3.65MΩ 

3741 3.74kΩ 3742 37.4kΩ 3743 374kΩ 3744 3.74MΩ 

3831 3.83kΩ 3832 38.3kΩ 3833 383kΩ 3834 3.83MΩ 

3921 3.92kΩ 3922 39.2kΩ 3923 392kΩ 3924 3.92MΩ 

4021 4.02kΩ 4022 40.2kΩ 4023 402kΩ 4024 4.02MΩ 

4121 4.12kΩ 4122 41.2kΩ 4123 412kΩ 4124 4.12MΩ 

4221 4.22kΩ 4222 42.2kΩ 4223 422kΩ 4224 4.22MΩ 

4321 4.32kΩ 4322 43.2kΩ 4323 432kΩ 4324 4.32MΩ 

4421 4.42kΩ 4422 44.2kΩ 4423 442kΩ 4424 4.42MΩ 

4531 4.53kΩ 4532 45.3kΩ 4533 453kΩ 4534 4.53MΩ 

4641 4.64kΩ 4642 46.4kΩ 4643 464kΩ 4644 4.64MΩ 

4751 4.75kΩ 4752 47.5kΩ 4753 475kΩ 4754 4.75MΩ 

4871 4.87kΩ 4872 48.7kΩ 4873 487kΩ 4874 4.87MΩ 

4911 4.91kΩ 4912 49.1kΩ 4913 491kΩ 4914 4.91MΩ 

5111 5.11kΩ 5112 51.1kΩ 5113 511kΩ 5114 5.11MΩ 

5231 5.23kΩ 5232 52.3kΩ 5233 523kΩ 5234 5.23MΩ 

5361 5.36kΩ 5362 53.6kΩ 5363 536kΩ 5364 5.36MΩ 

5491 5.49kΩ 5492 54.9kΩ 5493 549kΩ 5494 5.49MΩ 

5621 5.62kΩ 5622 56.2kΩ 5623 562kΩ 5624 5.62MΩ 

5761 5.76kΩ 5752 57.6kΩ 5763 576kΩ 5764 5.76MΩ 

5901 5.9kΩ 5902 59kΩ 5903 590kΩ 5904 5.9MΩ 

6041 6.04kΩ 6042 60.4kΩ 6043 604kΩ 6044 6.04MΩ 

6191 6.19kΩ 6192 61.9kΩ 6193 619kΩ 6194 6.19MΩ 

6341 6.34kΩ 6342 63.4kΩ 6343 634kΩ 6344 6.34MΩ 

6491 6.49kΩ 6492 64.9kΩ 6493 649kΩ 6494 6.49MΩ 

6651 6.65kΩ 6652 66.5kΩ 6653 665kΩ 6654 6.65MΩ 

6811 6.81kΩ 6812 68.1kΩ 6813 681kΩ 6814 6.81MΩ 

6971 6.98kΩ 6982 69.8kΩ 6983 698kΩ 6984 6.98MΩ 

7151 7.15kΩ 7152 71.5kΩ 7153 715kΩ 7154 7.15MΩ 

7321 7.32kΩ 7322 73.2kΩ 7323 732kΩ 7324 7.32MΩ 

7501 7.5kΩ 7502 75kΩ 7503 750kΩ 7504 7.5MΩ 

7681 7.68kΩ 7682 76.8kΩ 7683 768kΩ 7684 7.68MΩ 

Code Value Code Value Code Value Code Value 

7871 7.87kΩ 7872 78.7kΩ 7873 787kΩ 7874 7.87MΩ 

8061 8.06kΩ 8062 80.6kΩ 8063 806kΩ 8064 8.06MΩ 

8251 8.25kΩ 8252 82.5kΩ 8253 825kΩ 8254 8.25MΩ 

8451 8.45kΩ 8452 84.5kΩ 8453 845kΩ 8454 8.45MΩ 

8661 8.66kΩ 8662 86.6kΩ 8663 866kΩ 8664 8.66MΩ 

8871 8.87kΩ 8872 88.7kΩ 8873 887kΩ 8874 8.87MΩ 

9091 9.09kΩ 9092 90.9kΩ 9093 909kΩ 9094 9.09MΩ 

9311 9.31kΩ 9312 93.1kΩ 9313 931kΩ 9314 9.31MΩ 

9591 9.59kΩ 9592 95.9kΩ 9593 959kΩ 9594 9.59MΩ 
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9761 9.76kΩ 9762 97.6kΩ 9763 976kΩ 9764 9.76MΩ 

 

 


