
 

 

VERON PACCdigi contest 

For the PACCdigi contest, N1MM+ logging is best used as the basic logging platform for RTTY. Of 

course, it is also possible to use different software to reach the same outcome.  

One can find N1MM+ logger on the following location: 

https://n1mmwp.hamdocs.com/mmfiles/categories/programfullinstall 

After download the installer needs to be executed. After that an upgrade to the latest version needs 

to be done in the program. One needs to configure the transceiver dependent parameters and 

station data which can be found in various online resources, that are quite intuitively. For this flow 

through the tabs of the config window of N1MM+. 

For this contest some specific files need to be loaded. These are in the paccdigi.zip archive to be 

found on this location. 

1. PACCdigi.udc 

2. Provincie.sec 

The paccdigi.udc needs to be put in the  \n1mm logger+\UserDefinedContests directory usually in 

your documents folder. Take care that this file is the only one with “PACCdigi” in the filename in this 

directory. 

The provincie.sec file needs to be put in the  \n1mm logger+\Supportfiles directory. 

 

https://n1mmwp.hamdocs.com/mmfiles/categories/programfullinstall
https://www.veron.nl/wp-content/uploads/2023/02/PACCdigi_nonPA.zip


 

 

 

A: Choose PACCDIGI logfile 

B: Choose Digital as mode. 

C: Put a # sign in the Exchange field 

D: Click on “import section list” and point to the provincie.sec location, for activating the section 

file. 

 

As soon as the program is working, the installation of the RTTY can take place. 

For RTTY mode, MMTY is available on the following website:  https://hamsoft.ca/pages/mmtty.php  . 

Choose MMTTY168A.exe. The general setup of MMTY is described here. 

One could also use PACC-digi N1MM+ logger to convert another RTTY application’s logging into a 

valid Cabrillo for this contest. Keep in mind that the logs need to be in chronological order. 

https://hamsoft.ca/pages/mmtty.php

